


PKSD 1000 - 50/D50
standard installation depth

PKSD 1000 - 50/D50
max. installation depth
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Decsription Code-No. Weight 25/2 35/2 36/2 45/2 75/2 76/2
(kg) M/ME M M M M M

Poly-sump PKSD 1000-50 09338 296 ● ● ● ● ● ●
PKSD 1000-D50 09339 305 ● ● ● ● ● ●

Discharge branch, with chain (stainless steel) DN 40 29201 8,2 ● ● ● ● ● ●
for standard installation depth

Discharge branch, with chain (stainless steel) DN 40* 29202 11,5 ● ● ● ● ● ●

for additional sump extension with inlet DN 150

Manhole cover BEGU without ventilation ø 610 cl. B. 125    h=125 29174 110 ● ● ● ● ● ●
ø 610 cl. B. 400    h=160 29175 190 ● ● ● ● ● ●

Ventilating pipe DN 100 (stainless steel) 25437 43 ● ● ● ● ● ●

Single ended quick release coupling with female thread and clamp
for discharge branch 11⁄2“ to ø 50 mm 22366 0,3 ● ● ● ● ● ●
for discharge branch 11⁄2“ to ø 63 mm 22367 0,4 ● ● ● ● ● ●

Perrot flushing connection DN 40, 11⁄2“ 25794 3,4 ● ● ● ● ● ●

Accessories for Perrot flushing connection: Bend with hose nozzle ø 50 mm 19202 0,5 ● ● ● ● ● ●
DRS-connection 1/2“ 22421 0,5 ● ● ● ● ● ●
Breathing valve 22422 1,4 ● ● ● ● ● ●
Pressure gauge 24666 1,5 ● ● ● ● ● ●
Claw coupling 22420 0,6 ● ● ● ● ● ●
Flush connector 1“ outside 22466 0,4 ● ● ● ● ● ●

Sump extention PSVD 1000x500 with inlet DN 150 29203 43 ● ● ● ● ● ●
PSVD 1000x500 with 2 vents DN 100 29204 42 ● ● ● ● ● ●
for KG-pipe

Seal lubricant 1 kg tube (sufficient for two seals) 29205 1 ● ● ● ● ● ●

3 kg bucket 29206 3 ● ● ● ● ● ●
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* If dual unit 2x

We reserve the right to change specifications without notice. Attention: If dual units, you have to order two discharge branches and two pumps.




